BROOM FINISH TG ALL

ORZONTAL SURFACES. GENERAL NOTES
0 RODS © 40 CENTRES 75-100
BOTTOM COVER. ENSURE STEPS ARE LOCATED AND LANDSCAPED IN ACCORDANCE WITH DETAILED LANDSCAPE PLAN,
AND SUBDMSION AND DEVELOPMENT GUIDELINES.
APPROVED EXPANSION JOINT
& SEALING COMPOUND. REFER ALL DIMENSIONS IN MILLIMETRES (U.N.Q.).
CONCRETE WORKS NOTES.
600 WIDE STRIP FULL LENGTH
0 (s HAZARD TACTILE INDICATORS AS CONCRETE WORKS
SPECIFIED. REFER AS 1428.1—4.
BATHWAY AS SPECIFIED. AT A MINIMUM ALL CONCRETE TO BE GRADE N25 BROOM FINISHED 125mtm MIN. THICKNESS. ALL
R N CONCRETE WORKS TO BE REINFORCED MIN. SL72 MESH. ENSURE MN. COVER OF 60mm TO ALL
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o L \\w////\//\\// //\\%,\\\/zv\\_ N DEPTH DEEP WITHIN 4-12 HRS OF FLACEMENT. PLACE MESH CENTRALLY OVER JOINT AND CUT
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| ol
e == g //A\////\\\\ﬁ///\\\\\\, il EXPANSION JOINTS (WHERE REQUIRED) AS A GUIDE LOCATED @ 6M CCS. JOINT TO BE FULL DEPTH
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) & N FOR HANDRAIL REQUIREMENTS TO STEPS, REFER TO AUSTRALIAN STANDARDS AND COUNCIL
mmw\\\/ﬂ_ W\\\\// REQUIREMENTS FOR ACCESS & MOBILITY (AS 1428-2003). ALL OTHER PATHWAYS OR PAVEMENT
z /,\\\M v___ ,/\\\\/A AREAS BEYOND THE STEPS TO COMPLY WITH THESE STANDARDS.
//W\\//rw\\w///\\ 2xY12 TRIMMER BARS WIRED TO
QU ¢ SL72 MESH AT EACH FOOTING. FIXTURES /FITTINGS /METAL WORK
RO, . .

250 ALL FIXTURES/FITTINGS UNLESS SPECIFIED ARE TO BE HOT DIPPED GALVANISED. SPECIFY STAINLESS

A 4 STEEL FIXINGS IN VICINITY OF SALTWATER/SPRAY — ENSURE SEPARATION BETWEEN VARIOUS METALS
TO PREVENT METAL CORROSION.
CONCRETE STEPS — SECTION WHERE POSSIBLE ALL FIXINGS TO BE TAMPER/VANDAL PROGF TO MINIMISE DAMAGE OR THEFT.
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