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Drawing No. | Rev. |Issue Date Description Drawing No. | Rev. |Issue Date Description
Feb 2012 INDEX — STREETSCAPE (UMS 500 SERIES) UMS 600/081 C 01/2011 Typical position. of traffic signal components at mid—block Iocot.‘ UMS 662
UMS 593 A 09/2009 Pedestrian lighting M6 earthing stud detail & light site component schedule UMS 600/082 A 01/2011 Standard drawing sheet for 19 core cable
UMS 594 B 07/2012 Streetscape light (Rate 3) UMS 600/083 C 01/2011 Standard drawing sheet for 29 core cable ‘ UMS 667
Feb 2011 INDEX — TRAFFIC SIGNALS (UMS 600 SERIES) (Sheet 1) UMS 600/084 A 01/2011 Standard drawing sheet for 36 core cable
Jan 2011 INDEX — TRAFFIC SIGNALS (UMS 600 SERIES) (Sheet 2) Previous No. UMS 600/085 C 01/2011 Standard drawing sheet for 51 core cable UMS 668
UMS 600/010 B 01/2011 Electrical cable clearances UMS 610 UMS 600/086 B 01/2011 Controller terminal layout UMS 631
UMS 600/011 C 01/2011 Mains connection to Energex equipment overhead UMS 611 UMS—6+4 01/2011 Drawing removed from service
UMS 600/012 A 07/2012 Traffic signal/lighting pole electricity supply warning labels HUMS—645- 01/2011 Drawing removed from service
UMS 600/020 C 01/2011 General arrange. for access to cable join. pit (saw cut entry) UMS 617 UMS—616- 01/2011 Drawing removed from service
UMS 600/021 D 07/2012 Vehicle detector loop installation details UMS 650 UMS—62+ 01/2011 Drawing removed from service
UMS 600/022 C 01/2011 Vehicle detect. loop install. details general use/redlight cameras | UMS 651 PMS—624- 01/2011 Drawing removed from service
UMS 600/023 A 01/2011 Vehicle detector loop installation details counting & bicycle loops OMS—643 01/2011 Drawing removed from service
UMS 600/024 c 07/2012 Traffic signal ducts installation detail low voltage (240V) conduits‘ UMS 618 UMS—652- 01/2011 Drawing removed from service
-UMS—606/025- 07/2012 Drawing removed from service HUMS—654 01/2011 Drawing removed from service
UMS 600/026 A 01/2011 Traffic signal ducts installation detail extra low voltage conduits UMS 618 UMS—666- 01/2011 Drawing removed from service
UMS 600/030 D 07/2012 Cable pit lids rectangular pit types UMS 620 YMS—663 01/2011 Drawing removed from service
UMS 600/031 D 07/2012 Rectangular pit types UMS 622 HMS—664 01/2011 Drawing removed from service
UMS 600/032 D 07/2012 Replacement pit cover existing round to square pit types UMS 623 UMS—665 01/2011 Drawing removed from service
UMS 600/033 C 07/2012 Controller base installation details UMS 630 UMS—666- 01/2011 Drawing removed from service
UMS 600/040 (o] 07/2012 Traffic signal post top assembly & lower mounting bracket UMS 646 Jul 2012 INDEX — PARKS (UMS 700 SERIES) (Sheet 1)
UMS 600/041 D 07/2012 Traffic signal junction box & earthing detail for joint use pole UMS 647 Jul 2012 INDEX — PARKS (UMS 700 SERIES) (Sheet 2)
UMS 600/042 A 01/2011 Adjustable 'Z’ bracket for 200mm lanterns UMS 711 C 07/2007 Park infrastructure suppliers
UMS 600/043 A 01/2011 Tee—bar strap for dual lanterns UMS 712 A 06/2004 Wheelie bin enclosure
UMS 600/044 A 01/2011 Mount. bracket—audio tactile housing on mast arms/type 6 post UMS 713 A 06/2004 Rubbish/dog refuse bin in pavement or turf/garden bed
UMS 600/045 A 01/2011 Lock washers UMS 714 B 01/2011 Water tap and bubbler with dog bowl
UMS 600/046 A 01/2011 Assembly detail of lock washers UMS 715 B 01/2011 Maintenance tap
UMS 600/047 A 07/2012 Cover plate assembly on mast arm UMS 716 A 06,/2004 Wheelchair accessible drinking fountain
UMS 600/050 D 07/2012 Traffic signal post & pole installation UMS 612 UMS 717 B 01/2011 Single electric BBQ installation detail
UMS 600/051 D 01/2011 Post details UMS 640 UMS 718 B 01/2011 Double electric BBQ installation detail
UMS 600/052 © 07/2012 Joint use column details (BCC type) UMS 641 UMS 719/1 IR 07/2012 BCC standard BBQ switch boxes section & side view
UMS 600/053 (o} 07/2012 Mast arm details 2.5 & 5.0m outreach (BCC type) UMS 642 UMS 719/2 IR 07/2012 BCC standard BBQ switch boxes equipment & cct layout
UMS 600/054 D 07/2012 Joint use traffic signal and road lighting pole (BCC type) UMS 644 UMS 721 B 01/2011 Bollard — heritage
UMS 600/055 D 07/2012 Joint use mast arm 2.5 & 5.0m outreach (rate 2) UMS 645 UMS 722 B 01/2011 Bollard — angled top hardwood and dome—topped
UMS 600/056 A 01/2011 8.5m outreach joint use mast arms baseplate mounted UMS 723 A 06/2004 Bollard — boundary marker
UMS 600/057 A 01/2011 11.0m outreach joint use mast arms baseplate mounted UMS 724 B 01/2011 Bollard — removable
UMS 600/060 F 07/2012 Traffic signal footing details UMS 613 UMS 725 B 07,/2007 General arrangement/layout for dog off leash areas
UMS 600/061 C 01/2011 Ragbolt assemblies pedestal UMS 649 UMS 726 C 07,/2007 Fence — dog off leash
UMS 600/062 B 01/2011 Spread foot. det. 4.1m traffic signal & 1.7m push button posts | UMS 619 UMS 727 C 05/2007 Gates — dog off leash fence
UMS 600/063 C 01/2011 8.5m outreach joint use mast arms baseplate mounted UMS 648 UMS 728 A 06,/2004 Steel lock gate
UMS 600/064 A 01/2011 Ragbolt assemblies mast arm 2.5 & 5m outreach UMS 729 B 01/2011 Lockrail with steel posts
UMS 600/070 D 01/2011 Bus post for variable message sign (20 character sign) UMS 680 UMS 730 B 01/2011 Lockrail with timber posts
UMS 600/080 C 01/2011 Typical positioning of traffic signal components at intersections UMS 661 UMS 731 B 01/2011 Lockrail notes
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